
Colours Article no. EAN
silver 622533 4043544181626

white 623736 4043544219961

black 624663 4043544230867

Description
flexible recessed spotlight system consisting of recessed housing and light-

heads inclusive ballasts (light-heads to be ordered separately)

2-lamp recessed housing made from sheet steel (inner housing in black)

selected light-heads are pre-assembled in the factory

easy ceiling mounting via adjustable clamping wings (variable ceiling thickness)

•

•

•

•

Notes
installation depth depends on selected spotlight-insert.

Dimensions / Weights
Length 210 mm
Width 363 mm
Height 143 mm
Cut-out (LxW)) 340 x 187 mm
Ceiling thickness 1.0 - 35.0 mm
Recessed depth 140 mm
Net weight 2.30 kg
Gross weight 2.52 kg
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Light inserts

Name Description

SCEKLP 20.2030.15 14°, 3000 K, 25.8 W , 2710 lm

SCEKLP 20.2030.15/DALI 14°, 3000 K, 25.8 W , 2710 lm

SCEKLP 20.2030.25 27°, 3000 K, 25.8 W , 2700 lm

SCEKLP 20.2030.25/DALI 27°, 3000 K, 25.8 W , 2700 lm

SCEKLP 20.2030.35 33°, 3000 K, 25.8 W , 2680 lm

SCEKLP 20.2030.35/DALI 33°, 3000 K, 25.8 W , 2680 lm

SCEKLP 20.2030.45 48°, 3000 K, 25.8 W , 2650 lm

SCEKLP 20.2030.45/DALI 48°, 3000 K, 25.8 W , 2650 lm

SCEKLP 20.2040.15 14°, 4000 K, 25.8 W , 2850 lm

SCEKLP 20.2040.15/DALI 14°, 4000 K, 25.8 W , 2850 lm

SCEKLP 20.2040.25 27°, 4000 K, 25.8 W , 2840 lm

SCEKLP 20.2040.25/DALI 27°, 4000 K, 25.8 W , 2840 lm

SCEKLP 20.2040.35 33°, 4000 K, 25.8 W , 2820 lm

SCEKLP 20.2040.35/DALI 33°, 4000 K, 25.8 W , 2820 lm

SCEKLP 20.2040.45 48°, 4000 K, 25.8 W , 2790 lm

SCEKLP 20.2040.45/DALI 48°, 4000 K, 25.8 W , 2790 lm

Name Description

SCEKLP 20.3030.15 14°, 3000 K, 32.8 W , 3600 lm

SCEKLP 20.3030.15/DALI 14°, 3000 K, 32.8 W , 3600 lm

SCEKLP 20.3030.25 27°, 3000 K, 32.8 W , 3580 lm

SCEKLP 20.3030.25/DALI 27°, 3000 K, 32.8 W , 3580 lm

SCEKLP 20.3030.35 33°, 3000 K, 32.8 W , 3560 lm

SCEKLP 20.3030.35/DALI 33°, 3000 K, 32.8 W , 3560 lm

SCEKLP 20.3030.45 48°, 3000 K, 32.8 W , 3530 lm

SCEKLP 20.3030.45/DALI 48°, 3000 K, 32.8 W , 3530 lm

SCEKLP 20.3040.15 14°, 4000 K, 32.8 W , 3780 lm

SCEKLP 20.3040.15/DALI 14°, 4000 K, 32.8 W , 3780 lm

SCEKLP 20.3040.25 27°, 4000 K, 32.8 W , 3760 lm

SCEKLP 20.3040.25/DALI 27°, 4000 K, 32.8 W , 3760 lm

SCEKLP 20.3040.35 33°, 4000 K, 32.8 W , 3740 lm

SCEKLP 20.3040.35/DALI 33°, 4000 K, 32.8 W , 3740 lm

SCEKLP 20.3040.45 48°, 4000 K, 32.8 W , 3710 lm

SCEKLP 20.3040.45/DALI 48°, 4000 K, 32.8 W , 3710 lm
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