Wall Luminaires - ORYO 100 Duo Wall/Ceiling

ORYO-WA2 101.930.SP/DALI

Colours Article no. EAN
black 671943 4043544836212
white 671944 4043544836229
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Description

wall/ceiling luminaire with two slightly conical light-heads
light-heads rotate through 310° and pivot through 90° via integrated
articulated arm

outstanding ease of maintenance

no UV and thermal emissions

anti-glare shield and decorative anti-glare ring available as accessories

light-heads made from die-cast aluminium

innovative thermal management with design-integrated passive cooling

high performance specular aluminium reflectors with precise symmetrical
beam characteristic for optimum light output and glare-free lighting

black internal thermoplastic front rings

surface-mounted housing made from aluminium

clear acrylic safety glasses

surface-mounted with feed-in made from aluminium for screw mounting
+ 5-pole terminal block
« ballast (LED converter DALI, dimmable) integrated

Standard options
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Special options
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Lighting data / Norms
Lamps LED Spot / CRI90 / 3000 K
EPREL light sources 2093860
.90 B50 50.000 h
Lifetime .80 B50 100.000 h
.80 B2050.000 h
System power 31.8W
Luminaire luminous flux 3090 Im
System efficiency 97.16 Im/W
Module efficiency 156.40 Im/W
UGRclass <22
Beam range Spot
Beam angle 15°
Supply voltage 220-240V/50-60 Hz
Protection class |
Type of protection IP20
Dimensions / Weights
Length 224 mm
Width 90 mm
Height 122 mm
Diameter of light head 66 mm
Net weight 114 kg
Gross weight 120 kg
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Wall Luminaires - ORYO 100 Duo Wall/Ceiling @ LT S
ORYO-WA2 101.930.SP/DALI

ORYO 100 Duo | Wall & Ceiling (1xLED 16W 930/3000K 1545Im 15°)

C0/C180 «cd / 1000 Im Offset [m] Cone width [m] Illuminance [Ix]
| co €90  C180 €270 - LED
0° 6647 6647 6647 6647 3.0 k 1141.0 Efficiency 97 Im/W
: Direct/Indirect 1 100% / t 0%
15 829 829 829 829 System Power 16 W
30° 416 416 416 416 o0 = 2659
UGR X=4H, Y=8H
45° 15 15 15 15 .
9.0 2.32 126.8 Reflection factors 70/50/20
60° 12 12 12 12 UGR C0/C180 19.7
UGR C90/C270 19.7
°
7 L i 4 b 12.0 3.09 71.3
s0° 0 0 0 0 CIE Flux Codes 97 100 100 100 100
cd / 1000 Im 15.0 3.86 45.6 RajCRI gt
LTS
Accessories
ZB-AGS 001 ZB-DAR 001

q anti-glare shield a decorative anti-glare ring

ZBW 88

e honeycomb louvre
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