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Arranged in food shops, show rooms or offices, 
track-mounted or ceiling-mounted, available in 
black, white or other custom colours: The new  
LUZ luminaire series excels with a high degree of 
modularity and a straightforward design combined 
with an advanced lens optical system.  
 
You can create a luminaire to your specific  
requirements from the various luminaire types,  
module configurations and bespoke options.  
The different variants are also easy to combine.  
The result is a consistent design solution.

Choose your luminaire type, the 
module configuration and additional  
individualisation options!  

Three Steps to  
Your Individual  
Lighting Solution 

Maximum Modularity for  
Consistent Design Solutions

Module Configuration  
The luminaires of the LUZ series can be 
manufactured in widths ranging from one to 
three modules and in lengths ranging from 
two to five modules. You can combine the  
different module dimensions in a very flexible 
way to design your individual lighting concept.

Individualisation Options  
There is almost no limit to your wish list!  

The luminaire housing is available in the  
standard colours of black, silver or white.  
We can also supply the LUZ series in any other 
colour on request. There is also a variety of  
options with regard to the colour temperature.  
We offer 3000 K, 3500 K, 4000 K and 5000 K  
(other colour temperatures available on  
request). Of course, the luminaires of this  
series are available with different beam  
angles. These include a 60° angle (UGR < 19)  
suitable for workplaces, a batwing and an  
asymmetric angle. Last but not least, LUZ  
offers a remarkably high system efficiency  
of 140 lm/W. 
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Luminaire Type  
Ceiling or track-mounted?  
LUZ is available as a surface-mounted  
or pendant luminaire. 
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Nomenclature

The article names indicate certain characteristics: 

Family name

Width 
1 = single row
2 = double row 
3 = triple row

Product colour

LUZ 06 -A 12. 007. 30 Colour

Should you have a specific requirement, beyond  
our standard product depth and variety of  
options of the LUZ series, you are always welcome  
to contact us to discuss. We will work with you,  
consider your request promptly and can manufacture 
your special luminaire in house at LTS. 

We develop and produce our luminaires in  
Germany and are therefore able to ensure the  
highest quality in material and workmanship,  
including our innovative LUZ luminaire series.  
Of course, the excellent delivery performance  
for which LTS is known is also guaranteed.

© 2017 LTS Licht & Leuchten GmbH | Subject to technical modifications.

For more information on the LUZ series, please  
use your browser to go to www.lts-light.eu/luz

Luminous flux (per unit) 
007 = 800 Lumen  
013 = 1600 Lumen

Beam angle  
06 = Symmetric 60°  
07 = Batwing 60°  
23  = Asymmetric 30°  

Luminaire type 
A = Surface-mounted luminaire (ceiling) 
D = Pendant luminaire (ceiling) 
T = Surface-mounted luminaire (track) 
P = Pendant luminaire (track) 
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Ceiling
Pendant luminaire Pendant luminaireSurface-mounted luminaire Surface-mounted luminaire

Track

silver RALblackwhite

Product colour

3000 K 3500 K 4000 K 5000 K
Tunable
White
Light

Colour temperature

DIM

Dimmable

CRI 90CRI 80

LED Colour Rendering Index

on request

IP20

IP rating

on request

IP54

Beam angle

1500

600

900

1200

30°

60°

90°

0°–180° 90°–270°I (cd/klm)
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60°

90°

600

2400

2000

1600

1200

30°

60°

90°

Batwing 60° Symmetric 60° Asymmetric 30°

Length
2 = double length  
3 = triple length  
4 = four lengths  
5 = five lengths

Colour  
temperature 
30 = 3000 K 
35 = 3500 K  
40 = 4000 K  
50 = 5000 K 


