
LUNATA
LIGHT CONCEPTS
WITH CHARACTER



ceiling lighting (low indirect
light component)

4

LUNATA 
Direct/Direct-Indirect 
with and without light effect ring

can be used as ceiling, wall or
pendant luminaire (wire-rope
suspension to be ordered separa-
tely, ceiling box in the same colour 
as the luminaire), ceiling or wall 
mounting with installation box 
made from sheet steel (arrestor 
cable included)

diffuser made from opal acrylic 
glass for uniform lighting surface

01 02 03 04

light effect ring

tool-free removable
sheet steel housing

via bayonet catch

A luminaire series – unique and versatile – ideal for innovative lighting concepts. 
Lunata has been created for beautifully designed spaces for meeting and communication.
 Available in five sizes and with different mounting variants, Lunata allows for total design freedom. With the new 
generation of Lunata, LTS guarantees an extremely efficient, high-quality and energy-saving luminaire with par-
ticularly homogeneous illumination. A light effect ring provides for the creation of atmospheric highlights. Lunata 
can be used to create four different light concepts. In addition to direct (01) or direct/indirect (02) light behind the 
luminaire, a light effect ring opens up additional options to form impressive, creative illumination highlights with 
direct lateral (03) or direct/indirect lateral (04) effects. 
In terms of basic lighting, Lunata is particularly eye-catching when used in office spaces or in the catering industry. 

LUNATA CEILING AND PENDANT LUMINAIRE

LUNATA ONLINE

 All information can be found at
 https://www.lts-light.com/en/lunata



Special options

Direct without light effect ring Direct-Indirect with light effect ring

2700 K TWL CRI 90
SDCM3

LUMEN
PLUS

COLOURS

 black

 silver

 white 

 RAL on request

Ø1

93

Ø2

Ø1

96

Ø2

XXSmall XSmall Small Medium Large

SIZE Ø1 (mm) 315 400 556 856 1134

SYSTEM PERFORMANCE max. 17 W max. 18,3 W max. 40,8 W max. 76,7 W max. 116,2W

LUMINOUS FLUX AT 4000 K max. 1470 lm max. 1820 lm max. 4560 lm max. 9130 lm max. 14990 lm

EFFICIENCY AT 4000 K 84, 12 lm/W 92,98 lm/W 111,16 lm/W 121,22 lm/W 126,15 lm/W

DALI Standard Standard Standard Standard Standard

CRI 80 80 80 80 80

COLOUR TEMPERATURE 3000 k, 4000 k 3000 k, 4000 k 3000 k, 4000 k 3000 k, 4000 k 3000 k, 4000 k

PRICES 335 - 399 € 375 - 439 € 585 - 649 € 1035 - 1099 € 1905 - 1969 €

A+ A++

APPLICATION 01
General lighting

APPLICATION 02
Office



LTS Licht & Leuchten GmbH 
Waldesch 24
88069 Tettnang
Germany

T +49 7542 9307-0
info@lts-light.com
lts-light.com ©
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