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MODULAR UND VIELSEITIG
FÜR PRODUKTIVES ARBEITEN
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ORYO RECESSED FAMILY

CARDANIC
WITH SYSTEM
ARCHITECTURAL CALM 
MAXIMUM LIGHT FREEDOM

With the ORYO Recessed Cardanic and the ORYO Recessed System,
LTS Licht & Leuchten GmbH expands the ORYO family with a consistently
architecture-integrated recessed solution. The new generation of movable
recessed luminaires combines the characteristic ORYO design language
with precise light control for a calm ceiling appearance.

Thanks to the cardanic system, the light head can be precisely adjusted
in all directions along two axes. This added value becomes particularly
noticeable in systems, multi-head, or series recessed installations. Indivi-
dual light points can be directed differently. In addition to its cardanic
movement, the spotlight impresses with its design.

ORYO Recessed is the winner of the Red Dot Design Award 2026. This
international award highlights the high design standards of the ORYO
recessed series and confirms the harmonious interplay of form, function,
and architectural clarity. The slightly curved ring, reminiscent of a flower,
ensures a formal, closed look without visible views into the ceiling cut-out.
Thus, the luminaire remains flush, precise, and architecturally calm in
the ceiling.
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SMALL LIGHT SPOTS WITH BIG FOCUS  

The smallest ORYO model in a round, single-flame recessed version is designed for applications 
where a single light point should be integrated discreetly into the ceiling. The ORYO 100 Recessed 
Cardanic is especially suitable for hospitality, premium office, public areas, and targeted accentua-
tion in retail.

Whether used to focus precisely on products, emphasize materials, or subtly zone spaces – it sets 
targeted light accents without disturbing the architectural clarity of the room.

Precise cardanic
light controlUnderside in organic

flower shape without
visible ceiling cut-out 

Black glare ring
for maximum
glare reduction 

ORYO 100 RECESSED
CARDANIC

ORYO 100 RECESSED CARDANIC
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ORYO RECESSED ONLINE

	 You can find all the information at	
	 www.lts-light.com/en/oryo-recessed

ORYO 100 RECESSED

SYSTEM POWER 18,0 W *

BEAM ANGLE SP, MF, FL

LUMINOUS FLUX AT 4000 K 1895 lm *

EFFICIENCY AT 4000 K 120,0 lm/W *

CONTROL DALI

CRI 90

COLOUR TEMPERATURE 2700 K, 3000 K, 4000 K

* Maximum value

COLOURS

	 black

	 white

	 trend colours

	 RAL on demand
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ORYO 200 RECESSED
CARDANIC
BUNDLED POWER FOR HIGH CEILINGS

ORYO 200 Recessed Cardanic is a powerful solution for projects that require both a calm ceiling
image and a strong lighting effect. Precise light control, high light output, and premium light quality
make it the perfect specialist for high-quality accentuation.

Where more light presence is needed while maintaining the restrained ORYO design language,
ORYO 200 Recessed Cardanic excels. Especially in retail, but also in hospitality, office, and public
spaces, it complements the ORYO family and provides a consistent, recognizable design language
across all mounting types.

Strong light presence
up to 3800 lumens with

a calm light spread 

Strong in retail
for high-quality
accentuation

Compatible with the entire 
ORYO accessory range
(Shields, Lens 6)

Reflectors and lenses
from 6° - 45°

ORYO 200 RECESSED CARDANIC
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ORYO 200 RECESSED

SYSTEM POWER 28,4 W *

BEAM ANGLE SP, MF, FL

LUMINOUS FLUX AT 4000 K 3800 lm *

EFFICIENCY AT 4000 K 143,4 lm/W *

CONTROL DALI

CRI 90

COLOUR TEMPERATURE 2700 K, 3000 K, 4000 K

* Maximum value

COLOURS

	 black

	 white

	 trend colours

	 RAL on demand

ORYO RECESSED ONLINE

	 You can find all the information at	
	 www.lts-light.com/en/oryo-recessed
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Suitable for retrofitting the LTS 
SCENE 1 series 
Resource-saving modernization, 
continuing to use existing frames

Single, double or triple
light-head system

(see technical
drawings on page 9)

Cardanic flexibility
even in the system 

LIGHT IN ALL DIRECTIONS

ORYO 100 RECESSED 
SYSTEM

The smallest light head in the ORYO family is also available in a square recessed version. This ceiling-
mounted spotlight with a square frame can be clicked into a single, double, or triple-flame frame,
securely installed flush in the ceiling.

The square version is particularly relevant for renovations. It matches the installation dimensions of the 
previous LTS SCENE 1 series luminaires. This opens up cost-effective and resource-saving options – from 
upgrading existing SCENE solutions to LED to replacing them with the new ORYO 100 Recessed System in 
square format.

ORYO 100 RECESSED SYSTEM
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ORYO 100 SYSTEM

SYSTEM POWER 18,0 W *

BEAM ANGLE SP, MF, FL

LUMINOUS FLUX AT 4000 K 1895 lm *

EFFICIENCY AT 4000 K 120,0 lm/W *

CONTROL DALI

CRI 90

COLOUR TEMPERATURE 2700 K, 3000 K, 4000 K

INSTALLATION DEPTH 100 mm / for open
ceiling systems only

* Maximum value per head

COLOURS

	 black

	 white

	 trend colours

	 RAL on demand

ORYO RECESSED ONLINE

	 You can find all the information at	
	 www.lts-light.com/en/oryo-recessed



10

LENS 6 for precise
point accents 

Secure retrofitting with
suitable adapter frames

WITH THE ACCESSORY RANGE OF THE ORYO FAMILY

ORYO 200 RECESSED 
SYSTEM

What is particularly appealing is the possibility of subtly positioning the light exit in all square
variants. The spotlight and frame sit about five millimeters deeper, with the frame remaining
flush with the ceiling. This creates the effect that the light is coming from a consciously
designed architectural recess – almost as if it were “off-stage.” The ceiling remains closed,
while the light gains depth.

For precise light staging, the ORYO 200 Recessed System can be equipped with the LENS 6
and its 6° beam angle. The accessories of the ORYO family are combinable, greatly increasing
the possibilities for customization.

Existing SCENE systems can be safely and resource-efficiently renovated with suitable
adapter frames.

Targeted light control
in multiple directions 

Single, double or triple
light-head system (see
technical drawings on

page 11)

Set-back light from
the ceiling depth

ORYO 200 RECESSED SYSTEM
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ORYO 200 SYSTEM ORYO 250

SYSTEM POWER 28,4 W * 54,6 W *

BEAM ANGLE SP, MF, FL MF, FL, WF

LUMINOUS FLUX AT 4000 K 3800 lm * 6812 lm *

EFFICIENCY AT 4000 K 143,4 lm/W * 125 lm/W *

CONTROL DALI DALI

CRI 90 90

COLOUR TEMPERATURE 2700 K, 3000 K, 4000 K 2700 K, 3000 K, 4000 K

INSTALLATION DEPTH 150 mm / for open 
ceiling systems only

150 mm / for open 
ceiling systems only

* Maximum value per head

COLOURS

	 black

	 white

	 trend colours

	 RAL on demand

ORYO RECESSED ONLINE

	 You can find all the information at	
	 www.lts-light.com/en/oryo-recessed



LTS Licht & Leuchten GmbH 
Waldesch 24
88069 Tettnang
Germany

T +49 7542 9307-0
info@lts-light.com
lts-light.com ©
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